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INSPECTION AND RETIREMENT CHECKLIST
Any rope that has been in use for any period of time will show 
normal wear and tear. Some characteristics of a used rope will 
not reduce strength while others will.
Below we have defined normal conditions that should be 
inspected on a regular b asis.

If on inspection you find any of these conditions you should 
consider the following before deciding to repair or retire it
     • The length of the rope
     • The time it has been in service
     • The type of work it does
     • Where the damage is
     • Extent of damage

In general, we recommend
     • Repairing the rope if the observed damage is in 
        localized areas
     • Retire the rope if the damage is over extended areas

References: Cordage Institute INternationa, International Guideline 
CI2001-04, Fiber Rope Inspection and Retirement Creiteria: Guidelines to 
Enhance Durability and the Safer Use of Rope, 2004.



WHAT: Two or more cut strands in proximity

CAUSE:  Abrasion
            Sharp edges and surfaces
            Cyclic tension wear

CORRECTIVE ACTION: 
If possible, remove affected section and resplice with a standard 
end-for-end splice. If resplicing is not possible, retire the rope.

CUT STRANDS



WHAT: Visible sheen
         Stiffness reduced by flexing the rope
         Not to be confused with melting
         Often seen on winch drums

CAUSE:  Fiber molding itself to the contact surface under 
            a radial load

CORRECTIVE ACTION: 
Flex the rope to remove the compression, if not possible, retire.

COMPRESSION



WHAT: Strand pulled away from the rest of the rope
          Is not cut or otherwise damaged

CAUSE:  Snagging on equipment or surfaces

CORRECTIVE ACTION: 
Work back into the rope. 
If there are too many strands or the strands cannot be worked 
back into the rope, retire.

PULLED STRANDS



WHAT: Fused fibers
         Visibly charred and/or melted fibers, yarns, or strands
         Extreme stiffness
         Unchanged by flexing

CAUSE:  Exposure to excessive heat, shock load, 
            or sustained high load

CORRECTIVE ACTION: 
If possible, remove the affected section and resplice with a 
standard end-for-end splice. If resplicing is not possible, retire 
the rope

MELTED OR GLAZED FIBERS



WHAT: Fused fibers
         Brittle fibers
         Stiffness

CAUSE:  Chemical Contamination

CORRECTIVE ACTION: 
If possible, remove the affected section and resplice with a 
standard end-for-end splice. If resplicing is not possible, retire 
the rope

DISCOLORATION/DEGREDATION



WHAT: Flat areas
         Lumps and bumps

CAUSE:  Shock loading
            Broken internal strands

CORRECTIVE ACTION: 
If possible, remove the affected section and resplice with a 
standard end-for-end splice. If resplicing is not possible, retire 
the rope

INCONSISTENT DIAMETER



ABRASION
There are two types of abrasion: 

Internal Abrasion: which is caused by the relative movement of internal 
and external yarns. Internal abrasion can also occur when there are 
foreign contaminants trapped inside the yarns like salt and sand. The 
action of stretching or cycling a rope can also cause internal abrasion as 
the yarns are pulling and stretching against each other as well.

External Abrasion: which is caused by contact with external surfaces. 
An unprotected rope moving over a rough surface, such as a poorly 
maintained chock can be subjected to both. Upon inspection, it’s easy 
to see that the external strands are abraded by a rough surface: often, 
fibers can be left behind on the surface that caused the abrasion, and 
the surface of the rope readily shows abraded yarns.

Those same rough surfaces can also cause internal abrasion due to the 
movement of the internal yarns relative to each other. When the rope’s 
surface strands pass over rough surfaces, the yarns on the surface of 
the strand are slowed relative to the yarns next to them, causing friction 
– and heat is among the biggest enemies of synthetic ropes.

This information is based on testing performed by New England Ropes and is 
provided only as a guideline. If you are unsure of the condition of your rope, please 
contact your New England Ropes sales repersentative.



WHAT: Broken filaments and yarns

CAUSE:  Abrasion
            Sharp edges and surfaces
            Cyclic tension a nd wear

ABRASION
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CORRECTIVE ACTION: 
Consult the abrasion chart on these pages and rate the internal/
external abrasion level of the rope. 

If worst damage falls in
     Minimal strength loss
     Significant Strength Loss (contact New England Ropes)
     Severe strength loss (retire rope)
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